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Physical View (Hardware version 1.0)

Processor

vCPU

Memory Support

Storage Capacity

Front Interfaces

Hardware Specifications

Graphic Card

Dimensions

Intel Series

24 Cores

64 GB

1 TB

4 x HDMI
2 x RJ45

1 x Audio interface
4 x RS-232/422/485

2 x RS-232
4 x USB 3.2 (2 x Gen2, 2 x Gen1)

4 x USB 2.0

RTX 5000

Netka AI Model 3 - Appliance Specifications

Width x Length x Height (mm)

Weight

Mount

LED

426 x 177 x 630 mm

25 Kg

Rack mounting

Power, HDD, Information, LAN1, LAN2

Power

Power Supply Voltage 

Power Type

Power Consumption

Adapter

1200W

110-240V

Estimate 400W-550W

PCIe power cables, 12VHPWR adapter, IEC C19 power cord

Environment

Operating Humidity

Operating Temperature

Non-Operating Temperature

0 ~ 40 °C (32 ~ 104 °F) 

-40 ~ 70 °C (-40 ~ 156 °F)

Non-Operating Humidity 10 ~ 95% @ 60 °C, non-condensing

10 ~ 95% @ 40 °C, non-condensing 

Cooling System

Air Filter Yes

2 Fans (120mm(L) x 120mm(W) x 25mm(T)/150cfm)

Recommended Specifications for Server Installation


